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Walnut Creek, CA
94598-1675/USA ... the ProStar
330 PDA and ProStar 335 PDA.
The set of acquired wavelengths
Is expected to be fixed within a
given data file, but can vary from
Data File to Data File. ... Manual.
Refer to on-line help in
PolyView2000 and Aurora for
additional

Pobew2000-ardProStar
3364335 Control-Software

Page 14 Star WS Control of
ProStar 230 Pump, 330 PDA
Detector, 410 AutoSampler and
701 Fraction Collector ProStar
230 Pump Position sensing switch
of Rheodyne 10V (switch) Data
system manual injector is output
2AUFS connected to Start In

10mV (switch) Chart recorder...
Page 5/17



VARIAN-PROSTARWIRING
MANGAPafDownrtoad
Manuatish b

Varian, Inc. 2700 Mitchell Drive
Walnut Creek, CA 94598-1675
USA ... ProStar 330 PDA Detector
200 VA PrepStar 530 Fluidics
Module 110 VA ... other devices,
consult the Operation Manual or
other documentation received
with the particular device. Proper
Handling of Gas Cylinders
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VARIAN PROSTAR 330 PDA
MANUAL XIAOKEORE The Varian
ProStar 330 PDA Detector
(Photodiode Array Detector DAD)
IS a highly sensitive detector that

uses prism technology to produce
Page 6/17



the best quality with lowest noise.
The Varian ProStar 330 PDA has
programmable slit widths which
enhance spectral information,
providing compensation for high
and low concentrated samples.

VararProstar330-PdaManuat
VARIAN PROSTAR 330 PDA
MANUAL XIAOKEORE. Prostar
chassis built january,
manufactured varian prostar,
slovent delivery module. Varian
prostar archive processor.
Prostart ct 3460 tw ready mode.
Agilent varian prostar. Gaming
laptop computers, mppt operators
manual. Photodiode array
detector.

VARIANPROSTARI30-PBA
MANGALXFACKEORE
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The Varian ProStar 330 PDA
Detector (Photodiode Array
Detector DAD) is a highly
sensitive detector that uses prism
technology to produce the best
quality with lowest noise. The
Varian ProStar 330 PDA has
programmable slit widths which
enhance spectral information,
providing compensation for high
and low concentrated samples.
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Refurbished Varian Prostar 330
PDA Detector with ONE YEAR
WARRANTY. This Varian Prostar
330 PDA Detector has been
reconditioned and tested. ONE
YEAR WARRANTY is included! This
item comes with the following:

Varian Prostar 330 PDA Detector:
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Power Cord; One Year Warranty;
Please contact us for more
Information.

RefurbishedVararPrestar338
The prostar 330 looks like it will
fit my needs. The 330 needs a
contact closure start signal which
It gets from the 210 LC pump, but
the manuals | have are not useful
as to how this is accomplished.
The contact closure signal
requires a special cable that
Varian used to sell, P/N
03-935716-01, but no longer
does.

Ehromatography-Ferum

Varian ProStar 430 Autosampler

Control Method Once the new
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method is created, select the
control section in the lower part
of the browser. Page 15 Click on
the button to display the Varian
ProStar 430 control method
sections. It contains four sub-
sections: Injection, Timed Events
and Automix or User program.

VARANPROSTARA43I0-BRIVER
MANGAPafDownrtoad
Manuatstb

Online auctions and classified ads
for Varian Prostar components
and accessories at LabX. The
Agilent Varian Prostar is an
economical, high capacity HPLC
system specifically engineered for
automated, routine LC
requirements in the
pharmaceutical, basic chemical

and environmental fields. Also
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listed under the names Dynamax
and Rainin.

Vartar-Prostar HPEC Sy stemsand
ProStar 410 AutoSampler ProStar
330 PDA Detector ProStar
210/218 Pumps D-line connectors
GPIB Interface p/n 81-839700-00
START (+) GROUND (-) p/n
03-935716-01 To Inject & ground
of the 210/218 CIM ba ckone tr
Star WS Control of ProStar
210/218 Pumps, 330 PDA
Detector, and 410 AutoSampler 7
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Page 1 Varian, Inc. 679 Springvale
Rd Mulgrave, Victoria, 3170
Australia ProStar 335 Photodiode

Array Detector Operation Manual
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Overvoltage category Il Pollution
degree 2 Safety class 1
(EN61010-1) ©Varian, Inc. 2004
Printed in Australia
8510211300:Rev.1...
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Manual Report Editor User Manual
PDA User Manual . Galaxie Plug-
Ins Ascil Import Plug-in ... Varian
GC Driver Manuals 3400/3600 GC
Control 3900 GC Control 3800 GC
Control . ... ProStar 330 Control
ProStar 510 Control ProStar 335
Control
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Walnut Creek, CA
94598-1675/USA ProStar 363
Fluorescence Detector Operation
Manual ©Varian, Inc. 2000
03-914875-00: 1... Page 3: Table
Of Contents

MARAN-PROSTAR363-ORPERATHON
MANJAL Pl Dowaload

ProStar 325 detector can be used.
If the detector Is attached to an
ethernet hub or switch, a patch
cable can be used. Both raw data
and synchronization signals for
starting and stopping the detector
are sent through the Ethernet
connection. 2. Connecting the
ProStar 325 Detector to your
Varian ProStar 210/218 CIM or
ProStar 701 Fraction Collector

ProStar325- Vs Detector—
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Page 1 Varian, Inc. 2700 Mitchell
Drive Walnut Creek, CA
94598-1675/usa ProStar 400
AutoSampler Operation Manual
©Varian, Inc. 2000 - 2004 Printed
In U.S.A 03-914786-00:Rev. 3..;
Page 3 9000 series registration
constitutes an objective third-
party report to determine the
level of a supplier's commitment
to quality. In 1992, Varian, Inc.,
Analytical Instruments became
registered to the most ...

VARIAN-PROSTAR-A400-ORERATON
MANGAPafDownrtoad
Manuatish b

Varian, Inc. 2700 Mitchell Drive
Walnut Creek, CA
94598-1675/usa ©Varian, Inc.
2000 - 2004 03-914783-00:Rev. 3
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ProStar 340 UV-Vis Detector
Operation Manual .
03-914451-00:4 1 of 1 Quality
Systems At Varian, Inc.

ProStar 340 WsDBetector
Oporabon Vaneal

ProStar335 Service Manual
Publication date: April 2004 7 1
General Information This
publication supplies information
that allows a Varian-trained,
Varian-qualified or Varian-
authorised Customer Service
Representatives to maintain and
service the ProStar 335 detector.
If the product is used in a manner
not

ProStar335—gazanahzru
Varian Prostar 330 Photodiode
Array Detector PDA Detector.
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Manufacturer: Varian; The Varian
ProStar 330 PDA Detector is a
highly sensitive detector that
uses prism technology to produce
the best quality with lowest noise.
Key Features: Programmable slit
widths enhance spectral
Information, pr...

Used Prostar 210 for sale Varna»
ProStar 510 Column Oven Control
Manual - 10 - 03-914947-46:2
NOTE: For more details about the
programming of each method
section, turn to the Galaxie
Chromatography Data System
User's Guide. Varian ProStar 510
Control Method Once the new
method is created, select the
control section in the lower part

of the browser. The following
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screen appears:
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